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CEILING MODULE:
 24" x 24"
 600mm x 600mm

NOMINAL DUCT SIZE:
 6" (152mm)  10" (254mm)
 8" (203mm)  12" (305mm)

STANDARD CONSTRUCTION:
 • STEEL CONSTRUCTION
 • DC STEPPER MOTOR

COMMUNICATION PROTOCOL:
 • BACnet™ PROTOCOL - BTL LISTED
      INPUTS:
         • TEMP. SETPOINTS BY OCCUPANCY MODE
         • MINIMUM AIRFLOW
         • MINIMUM AIRFLOW STANDBY
         • MAXIMUM AIRFLOW
         • MANUAL OVERRIDE
         • OCCUPANCY / APPLICATION MODE
         • VAV HEAT / COOL OR VAV COOLING ONLY
      OUTPUTS:
         • SPACE TEMPERATURE
         • AIRFLOW RATE
         • UNIT STATUS
         • EFFECTIVE SETPOINT
         • TERMINAL LOAD
    (OTHER INPUTS AND OUTPUTS AVAILABLE)

POWER REQUIREMENTS:
 • 24VAC INPUT POWER

OPTIONAL REMOTE ADJUST:
 BA - BACnet™ WALL ADJUSTER

OPTIONS:
 AFI - FIBERGLASS INSULATION WITH FOIL FACING
 HB - HANGER BRACKETS

 ARC - PRESSURE RELIEF COLLAR (SHIPPED LOOSE)
                (ALSO SEE SUBMITTAL 268238)

FINISH:
 B12 - WHITE
   (OPTIONAL FINISHES AVAILABLE)

NOTES:
 • FACTORY TOLERANCE u1/16" (2mm)

OPTIONAL HANGER BRACKETS
2 OPPOSITE CORNERS

D - 1/8" (3mm)

D = NOM. DUCT

4 5/8" (117mm)

8" (203mm)

3" (76mm)
MIN. CLEARANCE REQ'D.
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5/16"
(8 mm)

1/8" (3 mm)

CEILING MODULE

CEILING MODULE

BORDER OPTION

STYLE 3 T-BAR LAY-IN
FOR 15/16" AND 9/16"
FLAT TEE

SPF - SURFACE MOUNT W/
STEEL PLASTER FRAME

STYLE 17 - 9/16 TEGULAR
OR BOLT SLOT T-BAR

STYLE 15 - 15/16"
TEGULAR T-BAR

CEILING MODULE

FACE OVERALL = CM - 1" (25 mm)

FACE OVERALL = 
CEILING MODULE - 5/8" (16 mm)

OVERALL = CEILING MODULE - 1/4" (6 mm)

CEILING OPENING =
24 1/4" (FOR 24") OR
606 mm (FOR 600 mm)

NOM. SIZE + 1 3/4 (44 mm)

 1W  2W  2C  3W

OPTIONAL AIR FLOW DIRECTION
1 WAY 2 WAY 3 WAY4 WAY

STANDARD AIR FLOW


